42'-2"

40'-0" Clear Roadway

20°-0" | 20'-0"
,
43 - ET #4 @ 12" (Top of Slab)
NOTE: 4-0"
For bar bends and bar list, Rounded 2'-0"
see SUPERSTRUCTURE BAR LIST. Egch Side of
Rotate hooks on AC bars to mﬁ to W,mo_a
intain mini ar es
maintain minimum clearance. ) p £dg Concrete Traffic Rai
. © See Std. TR4-1
_Ce | A #4 @12 S
i M~ —
Gontinious AC #6 @ 12" o PROFILE GRADE LINE ©
Drip Bead (2 Equally Spaced B #5012 8l &l .
between A Bars) See GENERAL PLAN sl XN T
E 2% Siope AND ELEVATION 2% Slope ool =
EiA F
1/2" Drip Bead W W W
See DETAIL A , K| =
NOTE: L
NOTE: Gusset B with two bolt connection on
W33 beams shown. No gusset R W33 beams shown. No Gusset R required
required on W27, W30, W33 or W36 on W27 beams. One bolt connection on
, beams. Gusset R with one bolt | Symmetrical | W30 beams, three bolt connection on ,
connection required on W40 beams. W36 beams and five bolt connection on
7 7 About € 7 W40 beams are similar. 7
43 - EB #5 @ 12" (Bottom of Slab)
3'-4" 7 11'-10" 7 5-11" 5-11" 7 11'-10" 7 3'-4"
HALF SECTION AT INTERMEDIATE DIAPHRAGM HALF SECTION AT END DIAPHRAGM
TYPICAL CROSS SECTION
NOTE:
For LFD Operating Rating and
Dead Load Deflection Diagram,
see ROLLED BEAM DETAILS.
Treat Surfaces Indicated by
Water Repellent Treatment on Iﬂﬂm\v\s_m_ﬁoﬂ ﬂ%@hﬂ%ﬁ L R R 5|8
Abutment Backwall, B S T L @
1-3" Top of Seat and Pedestals ==
, Included in Abutment Quantities
Apply Water Repellent 1 " @
Water R llent to Inside Face of ¢ Bra.
ater _nepeten Posts on Traffic Rail 9
. wjoooﬁ_o_u:h o:o* with Openings
Abutment xpose ce
butner Seot and Wing BEAM HAUNCH DETAIL
Ingwa Included in NOTE:
Abutment Quantities Plan quantities for CLASS AA CONCRETE include
Beam Haunches. Haunch height shown is at
centerline bearing only, measured from bottom
v Q of Deck Slab to fop of Beam, and varies
across the span. Haunch height to be
T , determined after erection of beams to provide
, | for dead load deflection and grade adjustment,
[ but the pay quantity will be as shown on the plans.
fm—————— J
,
, g
T~ W APPROVED BY BRIDGE ENGINEER %M&\Nm\\%&é& DATE mﬂ\ﬂ.mw\nﬁw..
Th— SIDE ELEVATION OKLAHOMA DEPT. OF TRANSPORTATION
BRIDGE STANDARD (ENGLISH)
ABUTMENT TRAFFIC RAIL AND SLAB TYPICAL CROSS SECTION

WATER REPELLENT TREATMENT

DETAILS

ROLLED BEAMS
CONVENT I ONAL
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