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SIGNAL HEAD ADJUSTMENT

ARROW/ATTENUATOR TRUCK FOR

AND OUT OF OPPOSING TRAFFIC 

THE LANE WITH 4 TRAFFIC CONES

ADJUSTMENT - TO BE PARKED IN

BUCKET TRUCK FOR SIGNAL HEAD
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FOR SIGNAL HEAD ADJUSTMENT

TYPICAL TEMPORARY LANE CLOSURE 

ADJUSTING SIGNAL HEADS

ONE LANE AT A TIME FOR

CONTRACTOR TO ONLY BLOCK 

W
O

R
K

A
H

E
A

D

R
O

A
D

WORK

AHEAD

ROAD

W
O

R
K

A
H
E

A
D

R
O

A
D

WORK

AHEAD

ROAD

NOT TO SCALE

JOB PIECE NO. SHEET NO.

REVISIONS
REV. NO. DESCRIPTION DATE

OKLAHOMA
STATE OF DEPARTMENT OF TRANSPORTATION

GROUP:

EM:

DIVISION COUNTY

CHECK:

DETAIL:

ENGINEER:

(56)

GF

8/16

8/16

8/16

33075

KCD

JF

T014

ABRAHAM
(SIGNAL ADJUSTMENT)
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