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LOOP DETECTOR WIRE CONNECTION DETAIL

7"

7"

12"

SEE PLANS FOR CONDUIT SIZE
1" CONDUIT

SEE PLANS FOR CONDUIT SIZE1" CONDUIT

LOOP DETECTOR WIRE

WIRE CONNECTOR

SAW CUT
PAVEMENT

SHOULDER

PULL BOX WITH APRON

DETECTOR LEAD-IN CABLE

DETECTOR LEAD-IN CABLE

PROPOSED SIDEWALK IF REQUIRED

SOLDERED WATERPROOF CONNECTION

PULL BOX
SAW CUT

LOOP DETECTOR WIRE

LOOP DETECTOR WIRE

JOINT

HOLE WITH ASPHALT JOINT SEALER

AND DETECTOR WIRE TO PULL BOX AND FILL

DRILL A 1 1/2" HOLE AND INSTALL 1" CONDUIT
COMB. CURB AND GUTTER

APPROX. 3'-0"

HOLE WITH ASPHALT JOINT SEALER

AND DETECTOR WIRE TO PULL BOX AND FILL

DRILL A 1 1/2" HOLE AND INSTALL 1" CONDUIT

SEE SPECIFICATIONS

SOLDERED WATERPROOF SPLICE,

KING OR IDEAL OR APPROVED EQUAL.

USE SILICONE-FILLED WIRE NUT;

TWIST WIRES AND SOLDER,

FROM CONTROLLER

DETECTOR LEAD-IN CABLE

EXISTING CURB TO PULL BOX

SECTION VIEW OF DETECTOR WIRE THROUGH

PAVEMENT TO PULL BOX

SECTION VIEW OF DETECTOR WIRE THROUGH

STD. 604BDETECTOR WIRE INSTALLATION




