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OVERHEAD SERVICE TO SERVICE POLE

CIRCUIT BREAKER BOX

GROUND LINE

RAIN LOOPS

1" WEATHERHEAD
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1" WATER TIGHT HUB

2'-0"

2" RIGID CONDUIT

GROUND ROD CLAMP

2" WATER TIGHT HUB

2" WEATHER HEAD

1" WEATHER HEAD
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1" RIGID CONDUIT

METER CAN
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SERVICE TO SIGNAL STANDARD WITH LUMINAIRE

METER AND DISCONNECT WIRING

SEE DETAIL B

METER CAN

LINE SIDE

AEP SERVICE

SIGNAL BREAKER

LUMINAIRE BREAKER

AC+

AC-

GRN

WHITE AND BLACK

#8 THHN STRANDED

DRIP LOOP

WITH STAINLESS STEEL BANDING

STRAP CONDUIT TO POLE

FOR AEP

MOUNT RACK AND SPOOL

FOR AEP

MOUNT RACK AND SPOOL 

ALLOW FOR POLE CAP TO FIT PROPERLY 

POLE AND 2" RIGID CONDUIT TO 

7/8" UNISTRUT SPACER BETWEEN

WITH STAINLESS STEEL BANDING

STRAP CONDUIT TO POLE

STAINLESS SCREWS

DISCONNECT TO POLE WITH

MOUNT METER CAN AND

DRILL AND TAP 1/4" HOLES

INSTALL OVER 1" HOLE IN STANDARD

AND LOCKNUT BACKSIDE

INSTALL 1" CHASE NIPPLE IN DISCONNECT

KNOCK OUT 1" HOLE IN DISCONNECT

DRILL 1" HOLE IN STANDARD

STANDARD

SCREWED TO 

DISCONNECT

125A 4 CIRCUIT

LOAD SIDE

CUSTOMER

IN THE PLANS)

(UNLESS OTHERWISE NOTED

35'-0" CLASS 6 WOOD POLE

BOLTED THROUGH POLE

RIGID TYPE CLEVIS WITH INSULATOR 

PRIMARY WIRE

FROM AEP
STRANDED WHITE AND BLACK

SHALL BE #8 THHN

SERVICE RISER CABLE

CLAMPED TO POLE AT 3'-0" CENTERS

1" GALV. STL. ELECT. CONDUIT (EXPOSED)

STRAPPED

SOLID GROUND WIRE

#4 AWG BARE COPPER

CLAMPED TO POLE AT 3'-0" CENTERS

1 1/2" GALV. STL. ELECT. CONDUIT (EXPOSED),

TO CONTROLLER

1 1/2" GALV. STL. CONDUIT

 5/8"x 8' COPPER GROUND ROD

SERVICE TO SIGNAL STANDARD

HOT LEG

NEUTRAL

#8 JUMPER

NEUTRAL
AEP FEEDERS

HOT LEG

#4 BARE TO GROUND ROD

1" OFFSET NIPPLE

TO LUMINAIRES

2#12 UF WITH GROUND

#6 GREEN TO BONDING SYSTEM

#8 WHITE TO CABINET SUPPRESSOR

#8 GREEN TO CABINET SUPPRESSOR

#8 BLACK TO CABINET SUPPRESSOR

STD. 607A

AND SERVICE SIGNAL STANDARD

TRAFFIC SIGNAL SERVICE POLE




