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! US-59

BRIDGE LENGTH = 402'-6"

SPAN NO. 3 = 100'-0"SPAN NO. 2 = 100'-0"SPAN NO. 1 = 101'-3" SPAN NO. 4 = 101'-3"

! PIER NO. 1 ! PIER NO. 2 ! PIER NO. 3

END BRIDGEBEGIN BRIDGE

42'-9" CLEAR ROADWAY

PARAPET

1'-4"

TYPICAL SECTION

(04)33216 B005

PARAPET

1'-4"

US-59 OVER BARREN FORK CREEK

"E"

BRIDGE "E"

END SPAN MID-SPAN

AS INDICATED BY HEAVY LINE

BRIDGE DECK SHALL BE FLOOD COATED

DECK AREA SEALED, THE EXISTING

ABUTMENT (SEE DETAIL, THIS SHEET)

REHABILITATE EXPANSION JOINT AT

ABUTMENT (SEE DETAIL, THIS SHEET)

REHABILITATE EXPANSION JOINT AT

1"

APPROX. 2"

EXPANSION MATERIAL

NEW PREFORMED SILICONE

EXPANSION JOINT

EXISTING ARMORED

SILICONE BEADS

JOINTS AT ABUTMENTS

REHABILITATED EXPANSION

TYPICAL SECTION (BRIDGE "E")

6/17

(TYPICAL, APPROXIMATELY 9 LOCATIONS)

FILL WITH 1'x3'x2" OF ELASTOMERIC MORTAR

CUT OUT AND REMOVE 2 PAVEMENT MARKERS.

ADAIR


	33216(04) GENERAL PLAN AND TYPICAL SECTION (BRIDGE 'E')

