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TRAFFIC PATTERNS THIS PHASE

CONSTRUCTION THIS PHASE

    ADJACENT TO EXISTING PAVEMENT.

  SHIFT ON EXISTING PAVEMENT AS NECESSARY WHEN WORKING

  RUN NORMAL TRAFFIC AS MUCH AS POSSIBLE.

ROCK CRUSHER ROAD

  RUN NORMAL TRAFFIC AS MUCH AS POSSIBLE.

PUBLIC RD. #4

    AS NECESSARY TO FORM AND PLACE BRIDGE DECK.

  FUNNEL TO SINGLE LANE EACH WAY AND SHIFT ON EXISTING PAVEMENT

    BEAMS.  (COORDINATE WITH OHP).

  UTILIZE A ROLLING ROAD BLOCK AS NECESSARY TO SET BRIDGE

  RUN NORMAL TRAFFIC AS MUCH AS POSSIBLE.

I-35

  OF TRAFFIC IN EACH DIRECTION AT ALL TIMES.

  BEAMS AND PLACE BRIDGE DECK.  MAINTAIN 2 OPEN LANES

  UTILIZE A TRAFFIC SHIFT AS NECESSARY TO SET BRIDGE

  RUN NORMAL TRAFFIC AS MUCH AS POSSIBLE.

I-35

ESTIMATED DURATION FOR PHASE 1 : 60 DAYS

BEGIN BRIDGE AND APPROACH SLAB CONSTRUCTION.

CONSTRUCT STR. NO 1

TEMPORARY STR. NO. T1  & T2.

CONSTRUCT DETOUR 2., TEMPORARY DRIVEWAY AND

CONSTRUCT DETOUR 1.

B

TEMP. R/W


