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APPENDIX 5. ‐ STANDARD FORMS FOR REPORTING GEOTECHNICAL INFORMATION 
 

In order to insure uniformity in the information submitted to ODOT, certain standard report formats 
will be required as follows: 
 

1. Pedological & Geological Soils Test Data 
2. Resilient Modulus Test Data 
3. Resilient Modulus of Subgrade Soil (AASHTO T 307‐99) 
4. Shoulder Soils Survey 
5. Pavement Core Data and In‐place Soils 
6. Pavement Core logs 
7. Soil Series Characteristics 
8. FWD Report for Flexible Pavement 
9. FWD Report for PC Concrete Pavement 

 
While these forms may be re‐created in an electronic format and the general parameters adjusted 
as necessary, the content and specific presentation of the information must not be modified. 
 
In addition to these standard report Formats, ODOT will require the utilization of the following 
unique software package gINT® in the development and compilation boring log information. 

 
 



 

 
EXAMPLE     TYPE OF SURVEY 

Surveyed by:  __________________                                   Sheet ______ of ______ 
______________________________    Pedological & Geological Soils Survey      Project _________________________________ 
______________________________                  County ____________ Location _____________ 
Date Surveyed: _________________                  _______________________________________ 
 

Field 
No.  Soil Group  Station  Description  Depth (in)  L.L.  P.I. 

Percent Passing 

OSI  pH 
Resis. 
 (Ω∙Cm) 

Soluble 
Sulfates  
(mg/kg) 3 in.  ¾ in.  #4  #10  #40  #200 

    120+53, 
35 ft. rt. 

Renfrow Series                           

1A  A‐6(14)    ‘A’ Horizon  0 ‐ 9  37  18  100  100  100  100  100  97.6  15  7.82  616  ND 

1B  A‐6(14)    ‘BA’ Horizon  9 ‐ 13  30  16  100  100  100  100  100  94.0  12  5.71  1144  ND 

1C  A‐7‐6(27)    ‘Btss1’ Horizon  13 ‐ 25  46  30  100  100  100  100  100  87.9  21  6.5  1100  ND 

1D  A‐7‐6(32)    ‘Btss2’ Horizon  25 ‐ 40  48  34  100  100  100  100  100  91.3  23  7.76  484  ND 

1E  A‐7‐6(27)    ‘Btss3’ Horizon  40 ‐ 65  44  31  100  100  100  100  100  89.0  20  7.59  224  ND 

1F  A‐7‐6(27)    ‘C’ Horizon  65 ‐ 75  43  30  100  100  100  100  100  90.1  20  7.33  163  ND 

      Geology‐Clay 
shale 

                         

Mr‐
1A 

A‐7‐6(21)    ‘B’ Composite  9 ‐ 65  41  22  100  100  100  100  100  90.9  17       

Mr‐
1B 

A‐7‐6(27)    ‘C’ Composite  65 ‐ 75  43  30  100  100  100  100  100  90.1  20       

                                 

                                 

                                 

                                 

 
 

 
 

 

 

   



 

 
EXAMPLE     TYPE OF SURVEY 

Surveyed by:  __________________                                   Sheet ______ of ______ 
______________________________    Pedological & Geological Soils Survey      Project _________________________________ 
______________________________                  County ____________ Location _____________ 
Date Surveyed: _________________                  _______________________________________ 
 

Field 
No. 

Soil 
Group  Station  Description 

Depth 
(in)  L.L.  P.I. 

Percent Passing 

OSI  pH 
Resis. 
 (Ω∙Cm) 

Soluble 
Sulfates  
(mg/kg) 3 in.  ¾ in.  #4  #10  #40  #200 

    432+65, 
50 ft. rt. 

Burford Series                           

2A  A‐6(9)    ‘A’ Horizon  0 ‐ 9  34  13  100  100  100  98  96  78.1  12  8.26  5180  ND 

2B  A‐6(13)    ‘Bw’ Horizon  9 – 22  35  16  100  100  100  100  98  84.9  13  8.25  4850  ND 

2C  A‐6(10)    ‘Bk’ Horizon  22 – 32  34  13  100  100  100  99  98  84.4  12  7.51  524  11,500 

2D  A‐6(12)    ‘2BCk’ Horizon  32 – 38  33  15  100  100  100  99  98  86.0  13  7.78  508  10,500 

2E  A‐6(11)    ‘2C’ Horizon  38 ‐ 60  34  16  100  100  99  99  95  78.6  13  7.89  571  2500 

2F  A‐7‐6(27)    Geology‐Clay shale  60+                         

                                 

Mr‐2A  A‐6(11)    ‘B’ Composite  9 – 38  34  16  100  100  100  100  100  90.9  17       

Mr‐2B  A‐6(12)    ‘C’ Composite  38 ‐ 60  34  16  100  100  99  99  95  78.6  13       

                                 

                                 

                                 

                                 

   



 
Project No. STP‐123C (123), 12345(04)                    County Mayes County 
Location US 69 from Choteau to SH 20      EXAMPLE Resilient Modulus Test Data 
 
 

Laboratory No.    6783    6789    6792   

Sample No.    1  2  1  2  1  2 

Station    105+05    113+85    127+90   

Location    35 ft lt. CL    20 ft rt CL    18 ft rt CL   

Depth (inches)    12 – 60           

Soil Series    Dennis “B”    Parsons “B”    Bates “B”   

               

Sieve Size    Percent Passing    Percent Passing    Percent Passing   

1” / 25.0 mm    100    100    100   

No. 4 / 4.75 mm    100    100    100   

No. 10 / 2.0 mm    100    100    100   

No. 40 / 0.425 mm    99    99    99   

No. 200 / 0.075 mm    95.0    85.2    84.6   

Liquid Limit    71    36    56   

Plasticity Index    49    20    40   

Standard Density , PCF    93.0    99.2    102.6   

Optimum Moisture, %    24.6    17.7    21.8   

AASHTO Class    A‐7‐6(52)    A‐6 (16)    A‐7‐6(35)   

Molded Density, PCF    90.1  88.2  97.2  94.9  100  97.4 

Molded Moisture Content, %    24.2  26.9  17.1  19.2  21.4  23.5 

Est. Compaction Factor – Shrink /    9.6 % Swell    6.2% Swell    1.6 % Swell   

Resilient Modulus, PSI    See enclosed data and graphs  See enclosed data and graphs  See enclosed data and graphs 

 

 
 

   



Project No. STP‐123C (123), 12345(04)                   
Location US 69 from Choteau to SH 20    EXAMPLE Resilient Modulus of Subgrade Soils (AASHTO T‐307) Data   
County Mayes County 
         
Soil Series  Parsons  ‘B’          AASHTO Class    A‐6 (16) 
Sample No.    1A            Std. Density, pcf  99.2    Opt. Moisture, %  17.7 
Material Type   Type 2            Molded Density, pcf  97.2    Molded Moisture, %  17.5       
Test Date   June 11, 2011                     
 



 



EXAMPLE TYPE OF SURVEY 

Surveyed by:  __________________                      Sheet ______ of ______ 
______________________________    Shoulder / In Place Soils Survey     Project _________________________________ 
______________________________                County ____________ Location _____________ 
Date Surveyed: _________________                _______________________________________ 
 

Field 
No.  Soil Group  Station  Description 

Depth 
(in)  L.L.  P.I. 

Percent Passing 

OSI 
M.C. 
% 

Soluble 
Sulfates  
(mg/kg) 3 in.  ¾ in.  #4  #10  #40  #200 

    115+50, 
18’RT 

                         

1A  A‐6(11)    Lean Clay  0 ‐ 6  30  13  100  100  100  100  99.4  90.0  15  24.4  ND 

1B  A‐6(16)    Lean Clay  6 ‐ 22  33  19  100  100  100  100  100  92.2  12  24.1  ND 

1C  A‐6(18)    Lean Clay  22 ‐ 36  38  26  100  100  100  100  100  91.5  21  21.8  245 

Mr‐1A  A‐6(18)    Composite‐ Lean Clay  0 ‐ 36  37  26  100  100  100  100  100  92.1  20  24.0  229 

                               

    120+50, 16’lt                           

2A  A‐6(16)    Lean Clay with Sand  0 ‐ 6  36  20  100  100  100  100  97.8  83.5  15  25.9  ND 

2B  A‐6(20)    Lean Clay  6 ‐ 27  30  15  100  100  100  100  100  92.7  12  20.9  125 

2C  A‐6(13)    Lean Clay  27 ‐ 36  35  22  100  100  100  100  100  100  16  26.7  260 

Mr‐2A  A‐6(16)    Composite‐ Lean Clay  9 ‐ 27  33  19  100  100  100  100  99.3  92.2  14  22.6  244 

                               

                               

 

 

   



EXAMPLE TYPE OF SURVEY 
Surveyed by:  __________________                      Sheet ______ of ______ 
______________________________    Shoulder / In Place Soils Survey     Project _________________________________ 
______________________________      “Same As Approach”      County ____________ Location _____________ 
Date Surveyed: _________________                _______________________________________ 
 

Field 
No.  Soil Group  Station  Description 

Depth 
(in)  L.L.  P.I. 

Percent Passing 

OSI 
M.C. 
% 

Soluble 
Sulfates  
(mg/kg) 3 in.  ¾ in  #4  #10  #40  #200 

    160+00, 17’ Lt                           

1A  A‐6(11)    Lean Clay  0 ‐ 6  30  13  100  100  100  100  99.4  90.0  15  24.4  255 

1B  A‐6(16)    Lean Clay  6 ‐ 30  33  19  100  100  100  100  100  92.2  12  24.1  134 

1C  A‐6(18)    Lean Clay  30 ‐ 36  38  26  100  100  100  100  100  91.5  21  21.8  437 

Mr‐1A  A‐6(18)    Composite‐ Lean Clay  0 ‐ 36  37  26  100  100  100  100  100  92.1  20  24.0  289 

                               

    165+00, 16’Rt                           

2A      Similar as 1A                         

2B      Similar as 1B                         

2C      Similar as 1C                         

                               

    170+00, 16’ Lt                           

3A  A‐2‐4(0)    Silty Sand  0 – 6  NP  NP  100  91  83  76  64  26.0  0  12.7  260 

3B  A‐4(0)    Silty Sand  6 – 16  NP  NP  100  100  95  88  86  82.9  0  14.5  357 

3C      Similar as 1C  16 ‐ 36                       

                               

    175+00, 15’ Rt                           

4A  A‐4(0)    Silty Sand  0 – 6  NP  NP  100  100  91  89  86  81.2  0  14.9  138 

4B  A‐4(0)    Silty Sand  6 – 18  NP  NP  100  100  100  100  92  83.2  0  15.1  175 

4C  A‐4(0)    Silty Sand  18 ‐ 36  NP  NP  100  100  100  95  88  82.7  0  16.5  211 

Mr‐2A  A‐4(0)    Composite‐ Silty Sand  0 ‐ 36  NP  NP  100  100  98  95  90  82.1  0    185 

                               

    180+00, 16’Lt                           

5A      Similar as 4A  0 – 6                       

5B      Similar as 4A  6 – 12                       

5C  A‐6(16)    Lean Clay with Sand  0 ‐ 6  36  20  100  100  100  100  97.8  83.5  15  25.9  244 

5D  A‐6(20)    Lean Clay  6 ‐ 27  30  15  100  100  100  100  100  92.7  12  20.9  311 

                               

   



Project No. STP‐123C(123), 12345(04)                   

Location US 69 From Choteau to SH 20 

County  Mayes 

 

EXAMPLE 

PAVEMENT CORE DATA & IN‐PLACE SOILS 

Soil No.  Field No.  Soil Group  Station  CL RT‐LT Description 
Depth 
(in)  L.L.  P.I. 

Percent Passing 

OSI 
MC 
% # 4  # 10  # 40 # 200

      86+05  5’ Rt.  Type S4 Asphalt  0‐2  Major Stripping     

          Type S3 Asphalt  2‐5  Minor Stripping     

          Type S3 Asphalt  5‐8  Minor Stripping     

          Type S3 Asphalt  8‐11                 

          Aggregate Base  11‐18                 

7297  1A  A‐6(19)      Lean Clay with Sand  18‐36  40  23  98  97  95  85.1  17  21.1

                             

      87+30  6’ Lt.  Type S4 Asphalt  0‐2                 

          Type S3 Asphalt  2‐4,5  Major Stripping     

          Type S3 Asphalt  4.5‐7.5  Deteriorated     

          Type S3 Asphalt  7.5‐11                 

          Aggregate Base  11‐18.5                 

7298  2A  A‐2‐6(0)      Silty Clayey Gravel with Sand  18.5‐25.5  28  12  56*  42  35  27.5  4  16.8

7299  2B  A‐6(11)      Lean Clay with Sand  25.5‐36  34  16  99  97  90  77.8  13  20.4

                              

          *Maximum  Size Passing One Inch Sieve                  

 

 

   



EXAMPLE   ASPHALT CORE LOG 

 

 



EXAMPLE  CONCRETE CORE LOG 

 

 



Project No. STP‐123C(123), 12345(04)                   

Location US 69 From Choteau to SH 20 

County  Mayes 

Table 1 Typical Characteristics of Soil Series 

 

Soil Series 

Lineal 
Extent 
(ft) 

Slope 
Variability 

% 
Parent 
Material

Depth to 
Bedrock 
(in) Drainage Permeability 

Shrink‐
Swell  

Potential Comments
Bates  1550  1 ‐ 5  Sandstone  30 ‐ 34  Well  Moderate  Low to 

moderate 
‐  moderate corrosion risk to concrete 
‐  low strength 

Dennis  4320  1 ‐ 3  Shale  60  Mod. Well  Slow  Moderate 
to high 

‐  high corrosion risk  to uncoated steel 
‐  moderate corrosion risk to concrete 
‐  low strength 
‐  perched water table 2‐3 ft Dec.‐ April 

Okemah  980  0 ‐ 1  Shale  60  Mod. Well  Slow  High  ‐  high corrosion risk  to uncoated steel 
‐  moderate corrosion risk to concrete 
‐  low strength 
‐  perched water table 2‐3 ft Dec.‐ April 

Parsons  1340  0 ‐ 1  Shale  60  Poor  Very slow  High  ‐  high corrosion risk  to uncoated steel 
‐  moderate corrosion risk to concrete 
‐  low strength 
‐  perched water table 2‐3 ft Dec.‐ April 

Verdigris  130  Nearly level  Alluvium  > 72  Moderately
Well 

Moderate  Moderate  ‐ subject to flooding 

 

 



EXAMPLE FWD REPORT FOR FLEXIBLE PAVEMENT
Project No. STPY-150B(042)

U.S. Highway 177 From Carter/Murray County Line Extending North 5 Miles

Murray County, Oklahoma

Station 
(ft) Direction

Asphalt 
Thickness 

(in)

Base 
Thickness 

(in)
Asphalt 

Temp. (F)

Asphalt 
Elastic 

Modulus 
(ksi)

Asphalt 
Elastic 

Modulus @ 
68 F (ksi)

Equivalent 
Pavement 
Modulus 

(ksi)

Subgrade 
Resilient 
Modulus 

(ksi)

Design 
Subgrade 
Resilient 
Modulus 

(ksi)

10020 NB 8.3 12.0 52 455 295 56 23.6 7.9
10258 NB 8.3 12.0 52 455 296 72 17.7 5.9
10511 NB 8.3 12.0 52 227 148 83 31.3 10.4
10763 NB 8.3 12.0 52 227 149 112 25.9 8.6
11002 NB 8.3 12.0 52 181 119 49 23.2 7.7
11253 NB 8.3 12.0 53 181 120 48 24.7 8.2
11508 NB 6.0 8.0 52 268 176 69 13.8 4.6
11753 NB 9.3 12.0 53 268 176 104 19.2 6.4
12012 NB 9.3 12.0 52 255 167 105 14.7 4.9
12250 NB 9.3 12.0 53 255 168 141 13.4 4.5
12509 NB 9.3 12.0 53 320 213 125 17.8 5.9
12755 NB 9.3 12.0 53 637 425 221 25.8 8.6
13006 NB 9.3 12.0 53 315 210 363 53.6 17.9
13263 NB 8.3 6.0 53 315 210 145 24.2 8.1
13497 NB 8.3 6.0 53 315 209 94 27.2 9.1
13763 NB 8.3 6.0 53 150 99 72 28.7 9.6
13999 NB 8.3 6.0 53 150 99 168 33.5 11.2
14252 NB 8.3 6.0 53 477 314 56 19.6 6.5
14499 NB 12.0 6.0 53 477 315 59 13.3 4.4
14760 NB 12.0 6.0 53 202 133 275 19.4 6.5
15013 NB 8.8 6.0 53 202 135 84 13.0 4.3
15280 NB 8.8 6.0 53 202 136 54 26.6 8.9
15511 NB 8.8 6.0 53 470 316 185 26.9 9.0
15756 NB 8.8 6.0 53 470 316 67 24.6 8.2
16002 NB 8.0 6.0 53 470 316 142 19.8 6.6
16256 NB 8.0 6.0 53 470 313 157 17.8 5.9
16500 NB 8.0 6.0 53 506 337 158 23.2 7.7
16751 NB 8.0 6.0 53 224 149 118 15.5 5.2
16999 NB 9.8 6.0 53 224 149 68 15.6 5.2
17253 NB 9.8 6.0 53 460 304 150 14.4 4.8
17508 NB 9.8 6.0 53 460 307 157 12.8 4.3
17759 NB 9.8 6.0 53 154 102 184 13.7 4.6
18014 NB 9.8 6.0 53 154 103 192 25.5 8.5
18256 NB 8.0 6.0 53 565 378 205 21.5 7.2
18498 NB 8.0 6.0 53 565 377 192 23.2 7.7
18760 NB 8.0 6.0 53 290 193 124 23.8 7.9
18997 NB 8.0 6.0 53 290 192 140 19.5 6.5
19246 NB 7.3 6.0 53 290 194 107 19.2 6.4
19492 NB 7.3 6.0 53 290 194 82 18.2 6.1
19752 NB 7.3 6.0 53 172 115 79 21.2 7.1

No. of Tests 40
Average 326 217 127 22 7.2
Std Dev 137 92 67 7 2.5

 

 



Example: FWD Report  For Asphalt Pavement   
Proj. No. SSP-114B(185)SS, J.P. No. 24112(04)  Location: SH-39, East of Lexington 
12,000 lb test load  County : Cleveland 
 

        Asphalt     Design

        Elastic Equivalent  Subgrade Subgrade 

    Asphalt  Asphalt Modulus at Pavement Resilient Resilient 
Station  Lane  Thickness Temp. 77°F Modulus Modulus Modulus 

(ft)  (in.) (°F) (ksi) (ksi) (ksi) (ksi) 
         

81500  EB  14.2  73 463 463 19.6 6.5 
82000 EB 14.2 74 97 97 14.6 4.9 
82500 EB 14.2 74 126 126 15.7 5.2 
83000 EB 14.2 74 164 164 16.4 5.5 
83500 EB 14.2 74 102 102 36.6 12.2 
84000 EB 14.2 74 270 270 21.7 7.2 
84500 EB 14.2 74 250 250 18.9 6.3 
85000 EB 9.5 73 184 184 22.1 7.4 
85500 EB 9.5 74 100 100 23.2 7.7 
86000 EB 9.5 74 67 67 16.0 5.3 
86500 EB 9.5 74 132 132 10.5 3.5 
87000 EB 9.5 74 294 294 16.2 5.4 
87500 EB 9.5 75 64 64 10.4 3.5 
88000 EB 9.5 74 93 93 13.4 4.5 
88500 EB 13.0 73 56 56 7.3 2.4 
89000 EB 13.0 73 54 54 8.3 2.8 
89500 EB 13.0 73 49 49 7.4 2.5 
90000 EB 13.0 73 112 112 16.8 5.6 
90500 EB 13.0 74 76 76 15.5 5.2 
91000 EB 13.0 73 69 69 18.6 6.2 
91500 EB 13.0 74 123 123 17.9 6.0 
92000 EB 10.5 74 113 113 17.9 6.0 
92500 EB 10.5 75 85 85 15.9 5.3 
93000 EB 10.5 74 72 72 15.8 5.3 
93500 EB 10.5 75 213 213 12.7 4.2 
94000 EB 10.5 75 118 118 13.8 4.6 
94500 EB 10.5 75 102 102 12.0 4.0 
95000 EB 10.5 74 60 60 18.4 6.1 
95500 EB 10.5 74 108 108 17.9 6.0 
96000 EB 10.5 76 92 92 17.8 5.9 
96500 EB 10.5 74 115 115 17.1 5.7 
97000 EB 10.5 76 122 122 15.7 5.2 
97500 EB 10.5 76 167 167 10.7 3.6 
98000 EB 10.5 76 219 219 13.4 4.5 
98500 EB 10.5 76 169 169 9.8 3.3 
99000 EB 10.5 76 178 178 13.4 4.5 
99500 EB 10.5 76 181 181 15.6 5.2 
100000 EB 10.5 75 102 102 15.4 5.1 
100500 EB 10.5 76 250 250 13.5 4.5 
101000 EB 10.5 76 126 126 15.5 5.2 
101300 EB 10.5 75 84 84 9.5 3.2 

           

   No. Tests: 41      
   Average: 137 137.057 15.583 5.194 
   Std Dev.: 81 81.432 5.073 1.790 
   85%: 69  69.263 10.500 3.500 
           

   



EXAMPLE FWD REPORT FOR PC CONCRETE PAVEMENT

PROJECT NO. STP‐123C (123) 12345(04)

US 69  from Choteau to SH20

Mayes County

Static Design

Soil Asph. Equivalent Modulus of Subgrade Subgrade

PCC Base Pavement Subgrade Resilient Resilient

Station Station Thickness Thickness Modulus Reaction Modulus Modulus

(ft) (in.) (in.) (ksi) (psi/in) (ksi) (ksi)

17.853 94264 NB 9.5 5.5 1391 135 15.600 3.900

17.913 94581 SB 9 4.5 2749 112 11.800 2.950

17.916 94596 NB 9.5 5.5 1460 101 11.400 2.850

17.965 94855 SB 9 5 1827 141 19.500 4.875

18.026 95177 NB 9.5 5.5 822 87 25.800 6.450

18.081 95468 SB 9 5 1807 261 27.500 6.875

18.115 95647 SB 9 5 2050 218 24.900 6.225

18.183 96006 NB 8.75 5.25 1208 142 17.300 4.325

18.205 96122 SB 9 5 2841 93 10.200 2.550

18.26 96413 SB 9 5 2788 112 11.700 2.925

18.311 96682 NB 8.75 5.25 1635 45 5.600 1.400

18.358 96930 NB 9.25 5.5 946 144 28.400 7.100

18.422 97268 SB 9 5 2541 75 8.900 2.225

18.429 97305 NB 9.25 5.5 1301 70 8.100 2.025

18.498 97669 SB 9 5 2190 223 24.200 6.050

18.534 97860 NB 9.5 5.5 1970 45 5.600 1.400

18.573 98065 NB 9.5 5.5 2290 95 11.300 2.825

18.647 98456 SB 9 5 2786 134 13.500 3.375

18.678 98620 SB 9 5 2234 137 14.900 3.725

18.765 99079 NB 9.5 5.5 2212 56 7.200 1.800

18.795 99238 NB 9.25 4.75 1967 70 7.900 1.975

18.837 99459 SB 9 4.5 2449 106 11.300 2.825

18.874 99655 SB 9 4.5 2129 175 17.600 4.400

18.912 99855 NB 9.25 4.75 1637 110 11.200 2.800

18.946 100035 NB 9 6 1113 113 14.400 3.600

19.035 100505 NB 9 6 1267 88 10.700 2.675

19.059 100632 SB 9 4.5 2933 79 8.900 2.225

19.131 101012 SB 9 4.5 2635 91 9.300 2.325

19.167 101202 SB 9 4.5 2916 89 9.400 2.350

19.284 101820 SB 9 6 2040 135 15.300 3.825

19.287 101835 NB 9 6 1919 74 8.300 2.075

19.375 102300 SB 9 6 1898 149 16.800 4.200

19.393 102395 SB 9.25 6 2148 155 14.900 3.725

19.447 102680 NB 9 6 2208 52 6.600 1.650

19.518 103055 SB 9.25 6 1895 85 9.600 2.400

19.54 103171 NB 9.5 6 1307 131 15.000 3.750

19.573 103345 NB 9.5 5.5 1766 79 10.000 2.500

19.625 103620 SB 9.5 5.5 2069 101 9.300 2.325

19.672 103868 NB 9.5 5.5 1728 110 10.900 2.725

19.753 104296 NB 9.5 5.5 1784 74 8.600 2.150

19.79 104491 SB 9.5 5.5 1072 228 18.500 4.625

19.835 104729 NB 9.5 5.5 1408 97 11.200 2.800

19.895 105046 SB 9.5 5.5 2818 122 12.900 3.225

# of Tests 43.0

Average 1844.8 117.8 12.363 3.091

Std Dev. 590.4 74.7 4.821 1.205

 


